
Stand-Alone Card based Access Control Device

ACR1

Verification method

Specification

Card Capacity

Card & Password 

1,000

Password Capacity 1,000

Cards supported Proximity

Methods of Communication Offline

• Works fully offline – no PC needed for daily operations.

• Supports Proximity cards and PIN for flexible verification.

• Durable ABS+PVC body with sleek 117mm x 75mm design.

• Red/Green LED indicators and quick 0.2s verification.

• Works efficiently between -10°C and 50°C.

• Low interference risk – recommended installation guidance included.

• Real-time clock compatible with door locks and switches.

• Cost-effective solution for mid-scale access control.

• Easy wiring system for faster installations.

Verification & Features

Card Password Access Control



Dimension Drawing

Operating voltage

Operating current

DC12V 

≤0.1A

Quiescent current ≤60mA 

Read speed ≤0.2s

Reading distance 0~8cm

Light Red/Green

Material ABS+PVC

Operating humidity 10%~90%

Operating temperature -10°C~50°C

Size 117mm×75mm×20mm

Weight 77.3g

75mm

20mm
Thickness

117m
m
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Disclaimer : All pictures shown are for illustration purposes only. The actual product and color may vary due to product enhancement.
The brief specification is mentioned and may change without prior notice. Please consult us before placing any order.
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